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Installation procedure and product photos taken from: https://www.youtube.com/watch?v=dhTw9RCLVew

Step 7: Apply any finishing required 

Precast Concrete Post
PRE-STRESSED STEEL FAST & EASY TO INSTALL LIGHTWEIGHT

Our PRECAST CONCRETE POST is a pre-stressed 
fencing product with pre-installed attachment 
holes which allows land owners, contractors, and 
developers to: 

Fence using barbed wire / wire mesh / tarpauline / 
corrugated steel sheets / etc.
Reduce overall material and labor cost 
Shorten project duration  
Install and dismantle easily and conveniently

﻿

Installation Procedure:
Step 1:  Install Concrete Post 0.5m into excavated 
hole/formwork/rebar cage prior to pouring. Orient the 
Concrete Post such that the holes are facing the the side 
that will be fenced. Ensure that the Concrete Posts are 
aligned and level. 

﻿

Step 2:  Install (1) Concrete Post diagonally against the 
first Concrete Post to act as permanent support during 
and after the barbed wire/wire mesh has been installed. 

﻿ ﻿

Step 3: Pour foundation with     Step 4: Prepare hammer 
the Concrete Posts installed      and hair pin-shaped         

               wires for barbed wire /     
               wire mesh installation      
﻿

Step 5: Attach the barbed wire/wire mesh to the Concrete 
Post using the hair pin-shaped wires by driving the hair 
pins through the barbed wire/wire mesh and into the 
holes. Lock the  in place by opening the ends of the 
hairpin in the opposite side of the hole.      

﻿

Ideal for:
Agricultural Land
Construction &               

Commercial &                   
Residential Properties

Sites Industrial 
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SPECIFICATIONS

Concrete Properties Reinforcing Properties

Concrete Strength @ 28 
Days

3000 psi Type Pre-stressing Wire

Concrete Density 2400 kg/m3 Size 4mm Diameter

Dimensions Ultimate Tensile Strength 1760 MPa

Configuration (3m 
maximum (increments of 
0.5m)

4"x4" (23 kg/m) 4 Wires

3"x3" (14 kg/m) 2 Wires
Area of Wire 12.56 mm2

Note: Actual product includes 2.5mm drafts for stripping

3 m

2.5 m

2 m

Note: Concrete Post Depth @ 0.3m - 0.5m. Depth in graphic is 0.3m

1 m 1.5 m
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REINFORCEMENT
rebar diameterPRODUCT

FOOTING DIMENSIONS
a b t

*note: f'c= 3,000 psi structural concrete
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PRECAST COLUMN & POST FOOTING


